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Circular clariflocculator CLARI PRO

- Walkway
- Drive head
- Rotating flocculation panels
- Sweeping elements
- Weis and deflectors

The equipment consists of the following parts or main pieces:

The Design of the Electrowelded is very  robust, usually based of structural profiles or IPE with railings welded or screwed, usually constructed of 
carbon steel with endings painted or galvanized, standard minimum width 800 mm, height railing minimum 900 mm,  floor support becomes 
tramex or  hot dip galvanized or fiberglass.

Walkway:

The equipment in question is a mix between a decanter bridge and a flocculator with the sum of these concepts a two in one.

The machine can be designed and implemented with a minimum of two flocculators to a maximum of four units, the equipment can be manufac-
tured in radial execution, two thirds or diametral.

The standard version of  these devices are designed for tanks from 30 meters to 65 meters in diameter.

Characteristics:
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They are made usually of standard anodized aluminum they can be 
made of stainless steel AISI-304 or AISI-316, size 200 high and 2000 
mm long including their corresponding supports for installation (de-
flectors)

Weirs and deflectors:

It consists of two sweeping elements for sludge and for foams, the 
bottom sweeper can be executed continuous longitudinal type or fish-
bone continue and foam sweeper with hopper at the periphery or with 
collector box of foam pumps to the center of the enclosure.

Usually made of stainless steel AISI-304 or AISI-316 but can also be 
manufactured of carbon steel painted or galvanized finish.

Sweeping  elements:

We can find in this panels at the central zone and mixing enclosure, 
usually between two or four depending on the design and size of the 
equipment, driven by a direct drive gear motor  fixed speed but with 
variable option request.

Shovels are very robust and usually made of stainless steel AISI-304 
or AISI-316 but can also be manufactured in carbon steel painted or 
galvanized finish.

Flocculator rotating panels:

Located on the periphery of the circular enclosure, depending on the 
type of bridge we can find one or two units, it has two driving wheels 
and its corresponding direct drive gear motor.

Drive head:
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